Canfit =< " OrthoCAM "

The Canfit =< ™ OrthoCAM™ software, in
conjunction with the Insole Carving Table,
gives you the capability to carve insoles on
Vorum’s FootWare™ Carver.

This program provides a graphical
interface between the Canfit o< ™
FootWare™ design software and the | |

carving machine.

Operators have full control over the
position and orientation of the shape
within the carving material.

In-Plane Positioning and Depth-
Control display features allow optimal
organization of the insoles within the
variable density EVA or cork
workpiece.

Typically, up to four (4) pairs of insoles
may be carved at a time.

The output file from Canfit o< ™
OrthoCAM"is loaded into the Carver
using a direct cable link. This file
e provides the commands for sequential

Work Area

carving and parting/trimming of all
loaded shapes.
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Canfit " OrthoCAM ™

Computer Hardware

The following system configuration is recommended:

Operating System: WinXP Pro or Vista Business

Memory: 2 GB RAM or more

Hard Disk Space: 80GB hard drive with at least 5GB free for program files
& data

Processor: triple core or quad core

Name brand graphics card (nVidia GeForce or ATlI Radeon) with
Microsoft® Certified drivers

Resolution: 1024 X 768 or greater

No onboard graphics adapters

Mouse + Spaceball 3D mouse (http://www.3dconnexion.com/)

If using Remote Communications: Direct connection to the internet

Canfit " Insole Carving Table
Weight: 20 kg; 44 Ibs

Typical size of (EVA) Material block accepted:

Please contact your sales representative for further information.
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