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Canfit  ™ Lower  
Extremity Orthotics Design   

·  Create customized Knee Braces, AFOs, and 
KAFOs quickly and easily using Canfit         

TM 

Lower Extremity Design software applications.  
 

·  Within each application, patient data is 
obtained by taking circumferential, width, depth, 
and height measurements at specific levels on 
the lower limb. 

 

·  Digital photos (sagittal and frontal) can be used 
to guide the design process. 

 
·  The measurement data is entered into the 

design program which generates an 
appropriately dimensioned lower extremity 
orthotics shape. 

 

  
·  Interactive modification tools allow 

consistent application of pre-stored region 
modifications as well as easy editing of 
these. 
 

·  Libraries of lower extremity orthotics 
shapes are available for various clinical 
requirements, including knee braces, AFOs 
and KAFOs.  

 
·  With the flexibility of Canfit  ™ P&O 

Design software, you can modify existing 
library shapes and then add these revised 
reference models to the library.  
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Canfit  ™ Lower Extremity Orthotics Design   
 
Computer Hardware  
 
The following system configuration is recommended: 

·  Operating system: Windows® 7 Professional - 32 bit (or 64 bit) 

·  Memory: 2 GB RAM (or more)  

·  Hard Disk Space: 250GB (or larger) hard drive with 5GB free for program files & 
data  

·  Processor: 2 GHz or faster. Multi-core/multi-CPU systems supported.   Intel Core 
i5 or i7 cpu’s are recommended for best performance. 

·  Video: Modern graphics adapter and LCD display supporting 1280x1024 
resolution (and higher) at 32-bit color, with hardware-accelerated OpenGL 
support and Microsoft Certified drivers, such as the NVIDIA GeForce GTX 470, 
or the ATI Radeon HD 5850. For laptops - an ATI Mobility Radeon or NVidia 
GeForce notebook based graphics cards will give the best performance.  Please 
check with Vorum for an up-to-date list of supported graphics cards.   

·  DVD+/-RW drive  

·  Mouse + Spaceball 6DOF input controller (see Spaceball and Space Pilot)  

 

Please contact your sales representative for further information. 

 

Supported Hardware   

Digitizers:  None required 
 
Carvers:   Canfit  ™ P&O 3-Axis Carver 

Canfit  ™ P&O 4-Axis Carver 
Canfit  ™ P&O 6-Axis Carver 

 

 

VORUM 
RESEARCH CORPORATION 
8765 Ash Street, Suite 6 
Vancouver, British Columbia V6P6T3 Canada 
Tel:  604 321-7277 
Fax: 604 321-5345 
e-mail: canfit@vorum.com 
web page: www.vorum.com 


