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·  The scanGogh II™ now comes with a 
Class 1 Laser option.  This option allows 
clinicians to safely scan both adults and 
babies without the need for eye protection.   

·  The scanGogh IITM has the capability to 
scan the body from head to toe with 
precision and accuracy. 

·  Use your scanned images as a starting 
point for creating: 

�  Lower Extremity Orthotics 

�  Body Jackets 

�  Seats 

�  Mattresses 

�  Cranial Orthoses 

�  BK & AK prosthetic sockets and 
foam covers 

·  Scan finished positive models to create 
your own shape libraries. Watch your 
productivity grow! 

 

 
 

scanGogh II ™ 
Available with Class II Laser or Class I Laser Opti on 

Portable, clean, fast & accurate…  
 

·  The scanGogh II imaging system provides 
you a plaster-free, objective , digital design 
approach.   
 

·  This handheld optical laser scanner captures 
3D images of your patient in seconds. 

 
·  Import your patient scan data into Vorum’s 

powerful, Canfit  TM Design Suite for 
Prosthetics and Orthotics. 
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Canfit ™ scanGoghII ™ 
 

Specifications  
 
Power :  100-240 Vac, 47-63 Hz, 1.35A, auto-ranging 
 
Laser  
Class IIIR laser product in compliance with IEC 60828-1:2001 and Class II product in 
compliance with 21 CFR 1040.10 
 
Class 1 Laser Option: 
Class 1 laser product in compliance with IEC 60825-1:2007-03 
 
Dimensions and Weight  
Protective case contains Wand and detachable cable, Processing Unit, Processing Unit 
power supply and cable, Transmitter, Wand pad, Calibration Target and Mounting screws, 
USB Cable, Software install CD, Calibration File CD, User Manual 

Loaded Case: 46 x 35 x 16 cm - 7.7 kg 
18.1 x 13.8 x 6.3 inches - 17 lbs 

Features:   

·  Rapid, non-contact data collection of positive human shapes  
·  Real-time display  
·  Measurement accuracy witihin 2% of object circumference  
·  Simple scanning protocols include easy landmark placement  
·  Adjustable camera and reconstruction settings  
·  Transportable; easy to set up  
·  Conforms to European (CE) directives as well as USA and Canadian Standards  

Host computer minimum requirements:   
 

·  Operating system: 32bit Windows® XP Professional (with Service Pack 3) 
·  Memory: 1 GB RAM  
·  Hard Disk Space: 80GB hard drive with at least 5 GB free for program files & data  
·  Processor: 1.0 GHz  
·  Video: Graphics adapter and display supporting 1024x768 resolution at 16-bit color, 

with updated drivers  
·  CD-ROM drive, 
·  Mouse 
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